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Document No.: NMS 818/16 Revision A, May 7th, 2013 
 

NCAMP Material Specification 
This specification is generated and maintained in accordance with NCAMP 

Standard Operating Procedures, NSP 100 
 
 

Carbon Fiber Tow, 700 (4830) Tensile Strength, 35 (241) Tensile Modulus  
 

(for NMS 752/1 Nelcote E752 AS7 145 gsm Unitape) 
 
 

 
 
 
Prepared by: Yeow Ng, John Tomblin   
     
Reviewed by: Ryan Civalier (Hexcel), LaRhea McBee (Hexcel), Jeffrey A. Bue 
(Lockheed M
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5.1 Identification on Spool 
The inside core label shall have the following identifications: 

x Fiber Type-sizing-filament  
x Lot number  
x Manufacturer 
x Doff number 

The outside shrink wrap shall have the following identifications: 
x Fiber Type-sizing-filament  
x Lot number  
x Manufacturer 
x Doff number 
x Net weight of spool 

 
5.2 Identification on Packaging 
The container label shall have the following identifications: 

x Fiber Type-sizing-filament  
x Lot number  
x Container Number 

The shipping label shall have the following identifications: 
x Shipping address 
x Purchase order number 
x Minimum and maximum spool weight in container 
x Fiber Type-sizing-filament  
x Lot number  
x Net weight of container 
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QUALIFIED PRODUCTS LIST 

Supplier Product 
Designation 

Supplier Name, Location, 
and Line Number 

Date Qualified Specification 
Callout 


